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* When the battery is charging, the LED will glow red. And after 
   successfully charging, it will glow green.

Parts of the Handheld TV
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a Lithium
With full charged battery, the LED will be green.

becomes is discharged and
the TV set will switch off automatically soon, unless you recharge the
battery.

It is possible to continue watching TV a  the battery
, but it may take more time for charging.

12 V 
3 During charge procedure, LED

Charging will be stopped automatically when battery is fully charged
    and the LED will change to green

A fully discharged battery will need a charging time of up to 

Please note, that - like all Lithium batteries - the battery of Your TV set 
has a limited life time. After appr. 300 charging prodecures, the capaci-
ty will be still around 70 %, but will decrease slowly but steadily and the 
battery must be charged more often. If the capacity should not be suffi-
ciant any more, please replace the battery. 

Precautions:
Never charge the battery with another charging device than the sugges-
ted charging adapter. Never short circuit a Lithium battery or dispose it 
into fire. The battery may explode or burn if not correctly handled. 

It is quite normal that the battery becomes warm during charging and
operation. However, it is not recommended to charge or to operate the
TV set at environment temperatures below 0 °C or above + 40 °C.
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confirm

Enter /OK 

Screen display

Display control

. This model
allows complete Band III and UHF Band IV / V  DVB-T reception.
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In the menu mode, you can highlight the service type, program list,
preview, audio channel, program editing, program info, automatic
search, manual search, and system setting to enable the related
function. You can use [CH+], [CH-], [VOL+], and [VOL-]buttons to 
highlight the item and press [OK] button to confirm the setting.

Service Type 

Preview 

Audio Channel 

Program Editing 

Program info 

Program List 
Selection of either TV or Radio programs. Note: Radio 
programs are only available in some regions (e.g. Berlin)

To preview up to 9 selected channels

Selection of either master or secondary language

To re- arrange the TV channels in the program table via
delete, skip, or re-order functions

To provide the TV program information about the 
system parameters and signal information

To show the information of all of the available channels  

Automatic Search 

Manual Search 

System Setting 

To search the program channels automatically

To search the program channels manually

To configure the system setting. Detailed description
please see the “System Setting” in page 9.

 Using Main Menu 



PROGRAM LIST (EPG, Electronic Program Guide)

PREVIEW

1. In menu mode, select “Program List” 
2. Press [OK] button to show all of the
    available channels.
3. Press [CH+] and [CH-] button to choose
    any channel
4. Press [VOL-] button to show the details 
    of the channel.
5. Press [MENU] button to exit

 

1. In menu mode, select “Preview” 
2. Press [OK] button to show 9 channels
    shots 
3. Press [CH+]/[CH-]/[VOL+]/[VOL-] button 
    to select channel, and press [OK] button 
    display the channel
4. Press [MENU] button to exit 

 

1. In menu mode, select “Audio Channel” 
2. Press [OK] button to show the screen 
    as right figure 
3. Press [CH+]/[CH-] button to select items
4. Press [VOL+]/[VOL-] button to adjust the
    setting
5. Press [MENU] button to exit 
 

1. In menu mode, select “Program Editing” 
2. Press [OK] button to show the program 
    edit table 
3. Press [CH+] or [CH-] button to select 
    channel
4. Press [VOL+] or [VOL-] button to select 
    skipping channel, delete channel, or 
    moving channel. 
5. Press [OK] button to skip channel, delete
    channel, or change the channel number. 
6. Press [MENU] button to exit 
 

AUDIO

Program Editing
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Program Info

Automatic Search

1. In menu mode, select “Program Info” 
2. Press [OK] button to show the 
    program information.
3. Press [MENU] button to exit

 

1. In menu mode, select 
     “Automatic Search” 
2. Press [OK] button 
3. Press [CH-] to select desired item
4. Press [OK] button to start the 
    channel searching
5. Press [MENU] button to exit 

 

1. In menu mode, select 
    “Manual Search” 
2. Press [OK] button to show the 
    manual search screen 
3. Press [VOL-] or [VOL+] button to 
    adjust channel
4. Press [CH-] button to select desired
    item
5. Press [OK] button to start the target 
    channel searching
6. Press [MENU] button to exit 
 

Manual Search
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Brightness 

Setup Wizard 

Regional Setting 

OSD Language 

Time Zone 

Aspect Ratio 

TV System 

To adjust the brightness of the screen.

Quickly setup via the step by step instructions.

To select the region where you are located in.

Selection of the screen menu language.

To set the time zone.

Display the 16:9 content in total zoom, vertical zoom, 
or 16:9 format as originally transmitted.  

To select the TV system format.
For Europe, PAL is recommended.  

Subtitle language 
To select a subtitle language available from service 
providers.
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Antenna Selection 
To select the antenna reception source: built-in antenna,
external antenna, or switching automatically. 
(Automatically switching is recommended!) 
 

 System Setting 
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Setup Wizard

Subtitle language

1. In system setting, select “Setup Wizard” 
2. Press [OK] button 
3. Press [VOL+] or [VOL-] button to 
    choose the desired item
4. Press [OK] button to select
5. Press [MENU] button to exit
 

1. In system setting, select 
     “Subtitle language” 
2. Press [OK] button to start the searching 
3. After the searching, press [CH-] or 
    [CH+] to choose the language
4. Press [OK] button to select  
5. Press [MENU] button to exit

 
Regional Setting

1. In system setting, select 
    “Regional Setting” 
2. Press [OK] button 
3. Press [CH-] or [CH+] / [VOL+] or [VOL-]
    button to choose the country
4. Press [OK] button to select
5. Press [MENU] button to exit

 
OSD Language

1. In system setting, select 
    “OSD Language” 
2. Press [OK] button 
3. Press [CH-] or [CH+] button to choose 
    the language
4. Press [OK] button to select
5. Press [MENU] button to exit

 



- 11 -

Time Zone
1. In system setting, select “Time Zone” 
2. Press [OK] button 
3. Press [VOL+] or [VOL-] button to select 
    the correct time zone
4. Press [OK]/[MENU] button to select

Brightness
1. In system setting, select “Brightness” 
2. Press [OK] button 
3. Press [VOL+] or [VOL-] button to adjust 
    the brightness level of the display
4. Press [OK] button to select
5. Press [MENU] button to exit

 

Quickly Starting Guide

There are two methods to setup the system setting quickly.

I. Press [OK] button for at least 5 seconds

   1. After pressing this button for at least 
       5 seconds, the unit will be re-started 
       and shows the message as right.
   2. Press [VOL-] button to highlight “OK”
   3. Press “OK” and “Setup Wizard” starts
   4. Set the OSD Language, Region, Time 
       Zone, and then start the automatic 
       channel search. Search may take 
       some minutes!.
   5. After searching, the TV is ready and
       starts with the first listed TV program.

II. Go to the menu “System Setting”
    Setup Winzard

    1. Set the OSD Language, Region, Time 
        Zone, and then start the automatic
        channel search.
    2. After searching, the TV is ready.
  



another

You can also use Your DVB-T receiver as a Set-Top-Box for other kind
of television set. 
If the

RCA /Cynch sockets for ,
purchase a Cynch/RCA Adapter for the TV's Scart socket.
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Only DVB-T can be received

 analog TV service
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.6 for Digital TV  dots  lines resolution

2 300

120 0

VHF and UHF 

Additional

.5W 8

Stereo  / Audio output

1.4

18

3 s average

2 79 18.5
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This TV receiver does not contain hazardous 
material and is RoHS conform. It complies to 
all relevant requirements of European 

Directives, like EMC, LVD, RoHS and WEEE and carries the CE 
marking.
Please take care that defective electronic items will not be 
disposed into normal household trash. Specialized collecting 
points will accept Your electronic waste free of charge and will 
take care for effective recycling of all electronic products. 

You may download all technical documents and the Declarations 
of Conformity for our products anytime from our server:

http://www.hobbyradio.de 

Note: This TV receiver is designed only for digital TV reception 
(DVB-T) and digital audio reception (Radio over DVB-T). This 
radio service is only supplied in certain regions (e.g. in Berlin you 
can receive about 30 radio stations). Analog TV programs, DMB,
DVB-H or DAB stations cannot be received with this unit. 

© Alan Electronics GmbH, 2006 
Daimlerstr. 1 k  - D - 63303 Dreieich, Germany 

Service Inquiries:

Tel:  (+49) (0) 6103 94 81 22  
Fax   (+49) (0) 6103 94 81 60 
e-mail: service@alan-electronics.de   

http://www.alan-electronics.de
 http://www.albrecht-online.de 
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